
Stall Front 

Sliding Door 

3/8 Minimum Gap 

SlamLoc Assembly Instructions 

 

Note: For SlamLoc to function properly the sliding door must have a stop and 

a door keeper. 

 

Do Not over tighten screws 

 

1. Attach the stop to the sliding door with three of the screws provided 

2. With the sliding door closed against the door stop position the SlamLoc 1/4 

inch minimum from the door as shown. 

3. Using a power drill assemble the screw in position 1 as shown. 

4. Using a power drill assemble the rest of the screws provided.  
 

 

 
TERMS OF USE, LIABILITY WAIVER                                                                                                  

The Product is offered conditioned upon the Buyers acceptance without modification of the 

terms, conditions, and notices contained herein: Buyer acknowledges the unpredictable, 

intentional, unintentional, destructive nature of livestock. West Coast Innovative De-

signs L.L.C. disclaims all warranties and conditions with regards to the Product includ-

ing all implied warranties and conditions of merchantabilities and fitness for a particu-

lar purpose. West Coast Innovative Designs L.L.C. does not warrant against damages aris-

ing out of the use or of the misuse of the product; against damages or defects arising 

from proper and improper installation and no warranty of any kind, expressed or implied 

is made regarding the safety of the Product. The Buyer assumes all risk and liability 

from use of Product. In no event shall West Coast Innovative Design L.L.C. be liable for 

any direct, indirect, punitive, incidental, special, or consequential damages and any 

damages whatsoever arising out of or connected with the use or misuse of the Product.  

 

Position 1 



For SLAMLOC to function properly the door must have a 

stop and a keeper 

1. Attach the “L” bracket to the door across from were you 

are planning to attach the SLAMLOC. 

 

2. Attach the SLAMLOC to the stall front, under the “L” 

bracket with the roller about a 1/4 inch from the door. 

 

Do not over tighten the screws 


